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Introduction

Thank you for choosing our products. You will receive our com
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I.Purpose of instruments

This instrument is a special instrument for measuring the characteristic parameters of grounding

device. The instrument adopts new frequency conversion ac power supply and frequency

anti-interference technology, and adopts 32-bit ARM processor control and signal processing,

which can be accurately measured in the substation's strong interference environment. The results

are displayed on a large LCD screen, with a micro printer and usb flash disk storage. It mainly has

the following functions:

1. Measure the grounding resistance or resistance of the grounding device.

2. Measure the conductive impedance or resistance between grounding devices.

3. Measure soil resistivity.

II. Main technical indicators

1.the grounding impedance measurement range: 0 ~ 5000 Ω, resolution: 0.001 m Ω

2. the measurement accuracy: + / - (reading by 1% plus or minus 0.01 Ω)

3. Connection method: standard quadrupole
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1.5mm2, and the copper core area of the voltage line is not more than 1.0mm2

10. Working power :180V ~ 270VAC/10A, 50Hz + / - 1%

11. Data storage: 100 sets of measurement data are stored

12. Communication interface: standard rs-232 interface /USB interface

13, working environment: - 10 ~ 50℃ temperature humidity < 90%

14. Instrument weight :21kg(excluding cables)

15. Size: main engine length is 290mm * width 230 * height and 335mmmm

Ⅲ.Instrument performance characteristics

1. Meet the specifications

The instrument is in accordance with JJG 984-2004 test procedure for conducting resistance

of grounding and DL/T 475-2006 guide for measuring characteristic parameters of grounding

device. It is suitable for testing ground systems under construction or in operation in power plants,

substations, distribution stations and buildings.

2. Strong anti-interference ability

This instrument is measured by using the frequency method, which is combined with the

modern software and hardware filtering technology, so that the instrument has high

anti-interference performance and the test data is stable and reliable.

3. High data accuracy

Based on the industrial 32-bit ARM processing platform, all digital signal processing

technology is adopted to measure data accurately, reliably and stably. The measurement error

caused by wire is eliminated by using standard quadrupole method.

4. Simple operation

Large LCD display, full Chinese menu operation, automatic measurement, direct display of

the measurement results. Internal large capacity memory, micro thermal printer, RS232 interface,

USB interface, support U disk use, can store 100 test data, print test data.

5. Powerful functions

The data of impedance and resistance can be obtained at the same time, and the
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comprehensive performance of the network can be accurately analyzed.

Measure ground resistance, conduction
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Ⅴ.panel instructions

1. C1/C2 -- current output terminal: C1 connected current pile, C2 connected to grounding device.

When measuring soil resistivity, there is no polarity requirement for C1 and C2.

2. P1/P2 -- voltage input terminal: P1 is connected to the voltage pile and P2 is connected to the

grounding device. When measuring soil resistivity, P1 is close to C1

P2 is close to C2.

3. Grounding column: for safety reasons, the instrument shall be well grounded. If there is paint or

rust at the receiving site, clean it.

4. Power outlet: AC220 ac power input (built-in spare 15A fuse side).

5. Power switch: the ac power supply is on and off. This switch should be turned off immediately

in case of emergency.

6. Printer: print test data.
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7. LCD screen: display menu, measurement results or error information. Avoid prolonged

exposure to the sun and stress.

8. Communication: serial port /USB communication, with a baud rate of 9,600.

9. Contrast: a groove in the rotating hole can adjust the contrast of the display screen.

10. USB: support U disk storage.

11. Indicator light: alarm and error during testing.

12. Key: left key, right key, up key, down key, confirm key: adjust cursor position, modify value,

confirm operation.

VI. Menu operation

1. Main menu

Turn on the power switch and display the main menu interface as shown in figure 1.

Figure 1 main menu interface

"Test " : select test items, test current, etc.

"Record" : view historical data.

"Set up" : set system time, etc.

"Help" : can see wiring diagram and so on.
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2."Test" menu

In the main menu interface, press the "test mode" button to enter the "test mode" menu when

the cursor is in "test mode", as shown in figure 2.

Figure 2 test mode menu interface

"project" : you can choose "grounding impedance", "power mode", "voltage pile", "current

pile", "resistivity".

Grounding impedance: measurement of grounding resistance to the grounding resistance of a

network.

Power mode: when measuring the step voltage, the instrument, as a power source, injects the

test current into the earthing device.

Voltage pile: measure the grounding resistance of voltage pile to determine whether the pile

is good.

Current pile: measure current pile ground resistance to determine whether the pile is good.

Resistivity: test the soil resistivity of the grounding grid. Set the length of the grounding pile

to 20 m by default, with a maximum of 9,999 m.

"Current" : select 1.0A, 2.0A, 3.0A, 4.0A, 5.0A.

Test frequency: can choose double-frequency: 45/55 Hz, 55/65 Hz, 47.5/52.5 Hz, 40/60 Hz.

" Freq": 40 Hz, 45 Hz, 47.5 Hz, 50 Hz, 52.5 Hz, 55 Hz, 60 Hz and 65 Hz.

"Memo" : you can set "equipment number", "tester", "test site".

"Start" : if the "test item", "test current" and "test frequency" are all required, long press the

"confirm" button (about 5 seconds) to start the test. If not, you can go to the corresponding menu
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to make changes.

"ESC" : return to the previous menu.

After the test is started, the instrument first detects the power supply and waits for the voltage

boost of the power supply to the preset value and detects the connection and ground network, and

then enters the test interface as shown in fig.3.

Figure 3 test interface

In this interface, the test current, test voltage and test impedance can be displayed in real time,

as well as the test progress bar and percentage. During the test, long press the confirmation key to

cancel the test.

After the test, the instrument directly displays the test results, and the interface is shown in

figure 4.
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Figure 4 test results interface

"Print" : print test data.

"Delete" : save test data.

"ESC" : back to the previous menu.

The display data is as follows (the instrument is selected automatically):

Rx - [1 k grounding resistance Ω = 1000 Ω 1 Ω = 1000 m Ω]

Zx - grounding impedance values Ω [1 k = 1000 Ω 1 Ω = 1000 m Ω]

Vx-- voltage of voltage pile [1kV=1000V 1V=1000mV]

Ix-- current pile current [1A=1000mA 1mA=1000 carbon A]

F1 -- test frequency 1

F2 -- test frequency 2

3.History menu

In the main menu interface, press ok to enter the "historical record" when the cursor is at

"historical record", as shown in figure 5.
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Figure 5 historical records

"Clear" : delete all historical data stored in the instrument.

"USB" : save all historical data to usb flash disk.

"ESC" : return to the previous menu.

The single history data display interface is shown in figure 6

Figure 6 shows a single history

"Print" : print current history data.

"Delete": deletes current history data.

"ESC" : return to the previous menu.

4. "system Settings" menu

In the main menu interface, press the "system Settings" button to enter the "system Settings"
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menu when the cursor is at "system Settings", as shown in figure 7.

Figure 7 system Settings

"Set time" : modify the current time.

"Set SYS" : the related parameters of the instrument are set in the factory.

"ESC" : return to the previous menu.

5."Help" menu

In the main menu interface, press the "help" button to enter the "help" menu when the cursor is

at help, as shown in figure 8.

Figure 8 Help menu interface

"Up" : last picture.

"Down" : the next picture.

"ESC" : return to the previous menu.

The help menu includes four wiring diagrams used for testing, ground impedance, contact

step voltage, contact voltage, and soil resistivity.
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VII.Measuring connection

1. Ground impedance measurement

1) the straight-line method

The current
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all a. The depth of the ground pile into the ground h is not more than one twentieth of a. A could

take 5,10,20,30,40 and so on. When the area of the site under test is larger, the space should be

larger. The resistivity can be obtained by ground resistance R: ρ= 2πaR

2) quadrupole non-equ�

eq
qua
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